
Quick Guide to Road Transport Regulations for Asbestos 
 

 

Asbestos Waste produced

Waste Classified by consigner

SP168 does not apply 

UN Class 9 dangerous goods

Amosite, Crocidolite, Tremolite, Actinolite or 
Anthophyllite 

UN2212, PG II

PO02  -
PP37 or 

IBC09 - B4

Chrysolite

UN2590, PGII

PO02  - PP37 or 

IBC09 - B4

UN2212 marked on 
bags

B&W Class 9 label

DG Declaration on 
consignment note

Over ADR small load 
limits - fully in-scope of 

ADR  rules

ADR Qualified driver, carrying VTC

Safety awareness and function specific training for all staff

Qualified DGSA

Photo ID for all vehicle crew

IiW and consignment note in cab

For each crew member: hi-vis vest, chemical gloves & goggles, non sparking 
torch

First aid kit and eye wash

Spill kit, shovel, drain seal, plastic collecting container

Wheel chock

2 warning triangles or 4 cones

Orange plates for front and rear

Min 2 fire extinguishers

If container, class 9 placards on all 4 sides

If > 5 tonnes of UN2212: secure parking

Do not use until decontaminated after any spillage

Segregate from foodstuffs

UN2590 marked on bags  
B&W Class 9 label

DG Declaration on 
consignment note
consignment note

Under ADR small load 
limits - partial exemption 

from ADR rules

Safety awareness and function specific training 
for all staff

Consignment note in cab

2kg fire extinguisher

Do not use until decontaminated after any 
spillage

Segregate from foodstuffs 

Optional: 

DG declaration

if used, add "Total DG load not exceeding the 
exemption limits prescribed in ADR 1.1.3.6 

Tunnel code (E)

SP168 applies 

Waste is exempt CDG/ADR 
Regulations

PO02 – e.g. UN drums, boxes, bags 
IBC08 – e.g. ‘bog bags’ 
PP37 – ‘all bags of any type shall be carried in closed 
vehicles or containers or placed in closed rigid overpacks 
B4 – flexible fibreboard or wooden IBCs shall be sift proof & 
water resistant or shall be fitted with sift-proof & water 
resistant liners.

SP168 “Asbestos which is immersed or 
fixed in a natural or artificial binder (such as 
cement, plastics, asphalt, resins or mineral 
ore) in such a way that no escape of 
hazardous quantities of respirable asbestos 
fibres can occur during carriage is not 
subject to the requirements of ADR. 
Manufactured articles containing asbestos 
and not meeting this provision are 
nevertheless not subject to the 
requirements of ADR when packed so that 
no escape of hazardous quantities of 
respirable asbestos fibres can occur during 
carriage. 

Classification 

Packaging 

Marking & Labelling 

Documentation 

UN2590 - Waste Asbestos, 
Chrysolite, 9, III (E)  

UN2212,ASBESTOS, AMPHIBOLE 
(amosite, tremolite, actinolite, 
anthophyllite or crocidolite), 9, II, 


